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MR16 (4W) Merry-Link
[

MTBF (Mean Time Between Failure) OF LED LIGHT SOURCE

25 234,000 85 29,500
30 191,000 90 25,700
35 157,000 95 22,300
40 129,000 100 19,500
45 107,000 105 17,100
50 90,000 110 15,100
55 75,000 115 13,300
60 64,000 120 11,700
65 54,000 125 10,500
70 46,000 130 9,300
75 39,600 140 7,500
80 34,000 150 6,000
1600

Log(Life) = (Life means the time of light output becomes 70% )

Tj(C)+273
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MR16 (4W) Merry-Link
Warm White
45° 30°

- -
O O
(- (-
- d
i —

55 CM

I |
85 CM
Cool White
45° 30°

- -
O (&
(- (-
- d
| Ao

55 CM

I |
85 CM
[ ] 3 [ ]

WWW.MERRY-LINK.COM


http://www.MERRY-LINK.COM
http://www.MERRY-LINK.COM

MR16 (4W) Merry-l_ink

Note:

1. H ighly recommend : Please adopt our hight power DC transformers
for the high efficiency light outputs when you use our MR16 ( PN:
MLMR16A-).

2. Make sure the transformer’s output voltage-Vrms do not exceed 13V
as this will damage the LED MR16 built-in circuitry.

3. Some electronic transformers may cause flickering phenomenon
due to insufficient electronic power supply.

4. Do not use this product with ambient temperature over 40 C.

5. This product should only be used in a well ventilated condition. Do
not install this product within an airtight lighting fixture.

6. Please do not take apart any parts of this product.

7. Indoor use only.
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